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BAHAMAS MARITIME AUTHORITY                                                                               

INSPECTIONS & SURVEYS DIVISION
                        INSPECTION REPORT

	VESSEL NAME:      
	DATE:      



Passenger Ship Supplement: Note: It is not necessary to physically operate equipment. Operability, availability and condition of equipment may be ascertained by the inspector’s judgement, verbally by ship’s staff, observed from log book entries etc. Inspectors may request sample testing of equipment as considered necessary.   
	Inspection Item
	Remarks


	Are stability calculations carried out routinely prior to before departure 
	     


	Is a Bahamas Official Log Book Part II in use
	     

	Is a Decision Support System available on the Bridge
	     

	Is an Approved SAR Plan available - Passenger Ships on Fixed Routes 
	     

	Is a list of operational limitations available
	     

	Are instructions available for the Closure of Hull Openings, Watertight Doors, Openings in Watertight Bulkheads  
	     

	Are log book entries routinely made to confirm closure of cargo loading doors.
	     

	Are bow door status indication lights installed on the bridge and functioning as required. 
	     

	Is a functioning distress and ship’s position communication panel installed in the wheel house close to the conning position
	     

	Are w.t. doors in good condition and correctly marked. 
	     

	Are w.t. doors being function tested on a weekly basis 
	     

	Is a satisfactory passenger counting system in use
	     

	Do procedures for crowd control, mustering & evacuation appear adequate
	     

	Are “emergency situation” instructions to passengers of an adequate standard and displayed widely throughout the vessel’s public spaces  
	     

	Are crewmembers trained in emergency procedures and communications
	     

	Does the vessel provide lists of handicapped passengers & their location and are crew assigned to them in an emergency 
	     

	Are emergency exits from public spaces correctly marked and free to be opened
	     

	Are adequate emergency instructions displayed in passenger lifts
	     

	Is the vessel’s public address system in good order and connected to an emergency power source.
	     

	For High Speed Craft – are seat belts provided and in good order
	     

	For passenger ships >1000 GT: are two or more independently driven fire pumps located in separately protected compartments 
	     

	Are fire doors & shutters operational and being tested regularly
	     

	Are smoke detectors throughout the vessel being tested regularly
	     

	Are sprinkler systems in accordance with SOLAS and are they well maintained and tested periodically  
	     

	Are sprinkler water supply systems, in a state of immediate readiness
	     

	Are fire patrols properly trained and equipped with portable radios
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Passenger Ship Supplement: Note: It is not necessary to physically operate equipment. Operability, availability and condition of equipment may be ascertained by the inspector’s judgement, verbally by ship’s staff, observed from log book entries etc. Inspectors may request sample testing of equipment as considered necessary.  
 
	Inspection Item
	Remarks


	Other observations:- 
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